Backrest Installation

WARNING

Rider and passenger safety depend upon the correct installation of this part. If the procedure is not within your capabilities or you do not
have the correct tools, have a professional perform the installation. Improper installation of this kit could result in death or serious injury

1. START ON ONE SIDE AND REMOVE THE FIRST TWO BOLTS ON THE REAR FENDER SUPPORT.
NOTE: DO NOT LOOSEN BOTH SIDES AT THE SAME TIME OR THE FENDER WILL DROP.

2. INSTALL THE SIDEPLATE ONTO THE FENDER RAIL WITH FIRST TWO HOLES (KEPP BOLTS IN LOOSE POSITION)

3. INSTALL THE PAD SUPPORT BRACKET ONTO THE SIDEPLATE BY USING THE 4 SUPPLIED BOLTS (KEPP BOLTS IN
LOOSE POSITION). INSTALL THE PAD ONTO THE SUPPORT BRACKETS WITH THE SMALL PAD PLATE BY USING THE
2 SUPPLIED BOLTS ON THE PAD (KEPP BOLTS IN LOOSE POSITION).
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4. INSTALL THE LUGGAGE RACK BY USING THE 4 SUPPLIED BOLTS (KEPP BOLTS IN LOOSE POSITION).




5. FINALLY, TIGHTEN ALL BOLTS TO FACTORY SPECIFICATIONS.

6. Due to different circumstances, bolts and nuts might loosen during riding. Check all assembling bolts and nuts
every time before you ride.

Customer Support Email: support@harvardschrome.com



