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TOUR PACK RELOCATOR KIT INSTALLATION 
WARNING 
The rider's safety depends upon the correct installation of this kit. If the procedure is not within your capabilities or you do not have 
the correct tools, have a professional perform the installation. Improper installation of this kit could result in serious injury.  
 

Part List 

Qty Description  

1 Left-side Relocator Block 

1 Right-side Relocator Block 

12 Flat Washers  

8 Lock Washers  

4 Socket Button Head Screws  

4 Hex Head Screws  

4 Hex Nuts 

2 Cable Ties 

Not included  Rachet and Sockets, A Person’s assistance, An inch Pound Torque Wrench 

 
INSTALLATION 

1. Park the motorcycle on a hard, level surface and turn off the ignition. Let motorcycle cool. 

2. On the underside of the tour pack, locate and remove the four hex nuts and washers.  

3. Reset the tour pack on the seat and have a person secure it while the relocator blocks are installed.  

4. Locate the included relocator blocks. They are marked “Left’’ and ‘’Right” side. 

5. Secure the blocks to the underside of the tour pack with the socket button head screws, hex nuts and washers. 

See picture below. Torque the nuts to 60-72 IN-LBS (6.7-8.1 NM) 

 
 

6. Set the tour pack mounting rack down on the tour pack and align the holes. There are three sets of holes in the 

blocks allowing for three inches of adjustment. The slot in the support frame allows for an additional one inch of 

adjustment. Determine the desired location before securing the tour pack to the mounting rack. 
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7. Refer to picture below. Insert the four included Hex head screws, lock washers and flat washers through the 

mounting rack and into the tour pack floor. Leave the screws loose until all four have been started in their 

threaded holes. 

 
8. Torque the screws to 60-72 IN-LBS (6.7-8.1 NM).  

9. Note: ensure that all tour pack wiring is not stretched out or under tension. If necessary, adjust the wiring so 

that it will remain connected during operation. Use the included cable ties to secure the wiring away from 

moving parts, pinch points, or extreme heat. Warranty will not provided on any electrical component that fails 

due to pinched, crimped, broken abraded, melted or frayed wires. 

10. Do not overload the tour pack. Follow the manufacturer’s recommended wight limit. Overloading the tour pack 

can lead to component failure which could result in death or serious injury.    

11. Question? Customer Service Email: Support@harvardschrome.com 

Attentions: It is the installer’s responsibility to ensure that all of the fasteners (include pre-assembled) are tightened before operation of the 
motorcycle. We will not provide warranty coverage on products or components lost or damage due to improper installation or lack of 
maintenance. Periodic inspection and maintenance are required on all fasteners.  
 

 
 
 
 
 
 
 
 
  


